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Parking areas for boat ramp. All parking is within
the Highway 270 right-of-way. A portion of the
parking is also under the highway bridge.

City of League City Nature Center.

TxDOT ROW for Highway 270
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SEE SHEET C-1005 FOR
EXISTING CONDITIONS

SAW CUT AND REMOVE EXISTING ASPHALT,
EXCAVATE EXISTING SOILS TO 12"

ADD ALTERNATE 2:
EXCAVATE EXISTING SOILS TO 12"

+/-2,060 SF

REMOVE EXISTING
ASPHALT

AND EXCAVATE TO
BASE

REMOVE EXISTING 11.5"
LIVE OAK

ACCESS LOOP

AC
CE

SS
 LO

OP

EXISTING PARKING
LOT

CLEAR CREEK

CLEAR CREEK

CLEAR CREEK

EGRET BAY BLVD
270

PRESERVE EXISTING 10"
LIVE OAK

GENERAL NOTE:
EXISTING PICNIC TABLES, LITTER RECEPTACLES AND
SIGNAGE IN THE PATH OF CONSTRUCTION SHALL BE
CAREFULLY REMOVED AND STORED FOR INSTALLATION AT
END OF CONSTRUCTION BY CONTRACTOR.

REMOVE EXISTING CONCRETE
WALK

ENTERPRISE
PIPELINE

REMOVE EXISTING CONCRETE
WALK

FM270
BRIDGE OVERHEAD

REMOVE EXISTING ADA SIGNAGE
AND WHEEL STOPS

TREE PROTECTION FENCE
(SEE DETAIL THIS SHEET)

EXISTING PARKING
LOT

EXISTING PARKING
LOT

EXISTING PARKING
LOT

EXISTING PARKING
LOT

ADD ALTERNATE 2: SAW CUT
AND REMOVE EXISTING ASPHALT
AND BASE TO 12" DEPTH. +/-
3,550SF

ADD ALTERNATE 1: MILL 2"
EXISTING ASPHALT

REMOVE EXISTING CONCRETE
WHEEL STOPS

ADD ALTERNATE: EXCAVATE
EXISTING SOILS TO 12" (+/- 850 SF)

REMOVE SURROUNDING SOILS
AND GRADE FOR POSITIVE
DRAINAGE.

N.T.S.

FRONT VIEW - TREE PROTECTION FENCINGA3

IRON T-BAR POST PLASTIC FENCE

2'-0"

4'-0"

PRESERVATION
TREE

8'-0" CENTER8'-0" CENTER

X

EXCAVATE EXISTING SOILS TO 12"

TREE PROTECTION FENCING
+/- 85LF

REMOVE EXISTING ASPHALT
AND BASE +/- 565SF
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DEMOLITION
PLAN

L0.01

REMOVAL TREE (1)

GENERAL NOTES
1.  CONTRACTOR SHALL NOTIFY THE CITY OF LEAGUE CITY  TWO (2) WORKING DAYS IN ADVANCE

OF STARTING CONSTRUCTION AND SHALL COORDINATE NECESSARY INSPECTIONS THROUGHOUT
FINAL APPROVAL.

2.  CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO PROTECT EXISTING UTILITIES, TREES
AND IMPROVEMENTS.

3.  ANY DAMAGE TO EXISTING FACILITIES OR IMPROVEMENTS, RESULTING FROM  THE CONTRACTOR'S
OPERATION, SHALL BE REPAIRED OR REPLACED AT CONTRACTOR'S EXPENSE.

4  DURING THE COURSE OF THE WORK, CONTRACTOR SHALL COORDINATE AND ACCOMMODATE
OTHER CONTRACTORS OR OPERATIONS OF THE OWNER.

5. CONTRACTOR SHALL RESTRICT ALL OPERATIONS WITHIN THE PROJECT BOUNDARIES. ANY
DISRUPTION TO NATIVE LANDSCAPES, OUTSIDE OF PROJECT BOUNDARIES, SHALL BE RESTORED AT
NO COST TO THE OWNER.

6. THE CONTRACTOR SHALL EMPLOY ALL LABOR, EQUIPMENT, AND METHODS REQUIRED TO PREVENT
HIS OPERATIONS FROM PRODUCING DUST IN AMOUNTS DAMAGING TO PROPERTY, CULTIVATED
VEGETATION, AND DOMESTIC ANIMALS OR CAUSING A NUISANCE TO PERSONS OCCUPYING
BUILDINGS IN THE VICINITY OF THE JOB SITE.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY
DAMAGE CAUSED BY DUST RESULTING FROM HIS OPERATIONS.

8.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO CONTACT "UNDERGROUND LOCATE
SERVICE" PRIOR TO THE START OF CONSTRUCTION FOR LOCATION OF POWER, GAS, OIL, CABLE
TV, AND TELEPHONE UNDERGROUND FACILITIES.  THE CONTRACTOR WILL ALSO BE RESPONSIBLE
FOR CONTACTING THE APPROPRIATE PUBLIC AGENCY FOR LOCATION OF ALL UNDERGROUND
FACILITIES AT APPROPRIATE TIMES WITHIN PROJECT CONSTRUCTION SCHEDULE.

9. CONTRACTOR SHALL BE REQUIRED TO PROVIDE INSTALLATION METHODS FOR SIGNAGE
(EXAMPLES OF INSTALLATION METHODS ARE: MIXED BY HAND AT SIGN LOCATIONS, USING MIXER
WITH WHEELBARROW, OR CONCRETE TRUCK). CONTRACTOR SHALL BE REQUIRED TO FOLLOW
LEAGUE CITY'S LESS THAN ONE-ACRE STORMWATER POLLUTION PREVENTION PLAN (SWP3) FOR
THE CONCRETE WORK. CONTRACTOR SHALL BE REQUIRED TO PROVIDE BEST MANAGEMENT
PRACTICES (BMP’S) FOR ALL CONCRETE WORK.

10. ALL CUT MATERIAL SHALL BE HAULED OFF SITE.

11. CONTRACTOR SHALL MAINTAIN ALL EQUIPMENT AND CONSTRUCTION AWAY FROM CRITICAL
ROOT ZONES OF EXISTING TREES. IF THIS CANNOT BE AVOIDED, THE CONTRACTOR SHALL
IMPLEMENT TREE PRESERVATION STRATEGIES AS AND FOLLOW RECOMMENDATIONS FROM CITY
ARBORIST AS SEEN APPROPRIATE PER SITE.

REMOVE EXISTING CONCRETE
WALK +/- 550SF

GRAPHIC SCALE

FEET0 6030

SCALE  1"=30'-0"

     Tree Protection Fencing Installation.

           1.          Tree protection fencing is designated in the Tree Preservation Plan.
           2.          Fencing as follows:

                        (a)      Fabric, 4' tall plastic fence.
                        (b)      Iron T-bar posts, 6' tall, placed 8' - 0" on center, 24" into the
                                  ground.
                        (c)      Fence is to be attached to posts with wire ties placed every 24" on
                                  center.
                        (d)      Fence is to be placed a minimum of 1 foot from all root prune lines.

           3.          No access to fenced areas shall be permitted without prior approval of the Owner's
    Representative.

           4.          Contractor shall provide for maintenance and repair of fencing during site work
                        construction.
           5.          Contractor shall remove fence after completion of the site work unless otherwise
                        notified by the Owner.

MILL AND REPAIR (VARIABLE
THICKNESS) +/- 27,750SF
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