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INLET PROTECTION BARRIER - STAGE II

CONCRETE TRUCK WASHOUT AREA

(TBD BY CONTRACTOR AND

APPROVED BY ENGINEER)

REINFORCED FILTER FABRIC FENCE

NOTES:

1. SWPPP TO BE UTILIZED BY OWNER, GENERAL

CONTRACTOR, AND SUB-CONTRACTORS.

2. THE CONTRACTOR SHALL BE THE PRIMARY OPERATOR OF

THE SWPPP AND THE CITY OF LEAGUE CITY SHALL BE THE

SECONDARY OPERATOR.

3. THE CITY OF LEAGUE CITY IS THE MS4 OPERATOR.

STORM WATER POLLUTION PREVENTION:

1. IF THE SWPPP IS CHANGED AFTER THE CITY HAS APPROVED THE PLAN SET, THE CONTRACTOR MUST

RESUBMIT CHANGES TO THE STORM WATER INSPECTOR FOR APPROVAL BEFORE CHANGES ARE MADE ON

SITE.

2. THE CONTRACTOR SHALL MAINTAIN SILT FENCING AND SEDIMENT DEVICES AT ALL TIMES AND DO AN

INSPECTION EVERY 7 DAYS AND/OR WITHIN 24 HOURS OF THE END OF A RAINFALL EVENT. ALL EROSION

CONTROL DEVICES SHOULD BE CLEANED AND REPAIRED IN ACCORDANCE WITH THE FOLLOWING:

A. SILT FENCING & SEDIMENT DEVICES SHALL BE REPAIRED OR REPLACED IF THEY SHOW SIGNS OF

UNDERMINING, OR SHALL BE REPLACED IF THEY SHOW SIGNS OF DETERIORATION.

B. ALL SEEDED AREAS SHALL BE CHECKED REGULARLY TO SEE THAT A GOOD STAND IS MAINTAINED. AREAS

SHOULD BE FERTILIZED AND RESEEDED AS NEEDED.

C. SILT FENCING SHALL BE REPAIRED TO THEIR ORIGINAL CONDITIONS IF DAMAGED. SEDIMENT SHALL BE

REMOVED FROM THE SILT FENCING WHEN IT REACHES ONE-THIRD TO ONE-HALF THE HEIGHT OF THE SILT

FENCE.

D. THE CONSTRUCTION ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR

FLOW OF MUD ONTO A RIGHT OF WAY. THIS MAY REQUIRE PERIODIC TOP DRESSING OF THE CONSTRUCTION

ENTRANCES AS CONDITIONS DEMAND.

E. THE TEMPORARY PARKING AND STORAGE AREA SHALL BE KEPT IN GOOD CONDITION (SUITABLE FOR PARKING

AND STORAGE). THIS MAY REQUIRE PERIODIC TOP DRESSING OF TEMPORARY PARKING AS CONDITIONS

DEMAND.

3. A FINAL CO SHALL NOT BE ISSUED UNTIL ALL EROSION AND SEDIMENT CONTROL DEVICES ARE REMOVED.

4. CONTRACTOR WILL SWEEP STREETS AND CURB LINES ONCE A DAY UNTIL ALL CONCRETE/PAVING IS IN PLACE.

ALL MATERIAL SPILLED, DROPPED, WASHED, OR TRACKED FROM VEHICLES ONTO ROADWAYS OR ONTO

STORM DRAINS MUST BE REMOVED IMMEDIATELY.

5. ALL CONTRACTORS AND SUBCONTRACTORS INVOLVED WITH STORM WATER POLLUTION PREVENTION SHALL

OBTAIN A COPY OF THE STORM WATER POLLUTION PREVENTION PLAN AND THE STATE OF TEXAS NATURAL

POLLUTION DISCHARGE ELIMINATION SYSTEMS GENERAL PERMIT (NPDES PERMIT) AND BECOME FAMILIAR

WITH THEIR CONTENTS.

6. MUST KEEP DUMPSTERS CLEAN AND ALL TRASH PICKED UP ON PROJECT SITE AT ALL TIMES.

7. ALL WASH WATER (CONCRETE TRUCKS, VEHICLE CLEANIND, EQUIPMENT CLEANING, ETC.) SHALL BE DISPOSED

OF IN A MATTER THAT PREVENTS CONTACT BETWEEN THESE MATERIALS AND STORM WATER THAT IS

DISCHARGED FROM THE SITE.

8. MAINTAIN OR HAVE READILY AVAILABLE SUFFICIENT OIL AND GREASE ABSORBING MATERIALS AND FLOTATION

BOOMS TO CONTAIN AND CLEAN UP FUEL OR CHEMICAL SPILLS AND LEAKS.

9. DUST SHALL BE CONTROLLED BY SPRAYING WATER ON DRY AREAS OF THE SITE. THE USE OF MOTOR OILS

AND OTHER PETROLEUM BASED OR TOXIC LIQUIDS FOR DUST SUPPRESSION OPERATIONS IS PROHIBITED.

10. NO RUBBISH, TRASH, GARBAGE, OR OTHER SUCH MATERIALS SHALL BE DISCHARGED INTO DRAINAGE

DITCHES OR WATERS OF THE SITE.

11. ALL THE STORM WATER POLLUTION PREVENTION MEASURES PRESENTED ON THIS PLAN, AND IN THE STORM

WATER POLLUTION PREVENTION PLAN, SHALL BE INITIATED AS SOON AS PRACTICABLE.

12. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY WILL STOP FOR AT LEAST 21 DAYS

SHALL BE TEMPORARILY SEEDED WITHIN 14 DAYS.

13. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY HAS PERMANENTLY STOPPED SHALL BE

PERMANENTLY SEEDED. THESE AREAS SHALL BE SEEDED NO LATER THAN 14 DAYS AFTER THE LAST

CONSTRUCTION ACTIVITY OCCURING IN THESE AREAS. REFER TO THE LANDSCAPING PLAN.

14. CONTRACTORS OR SUBCONTRACTORS WILL BE RESPONSIBLE FOR REMOVING SEDIMENT IN THE DETENTION

POND AFTER THE STABILIZATION OF THE SITE AND ANY SEDIMENT THAT MAY HAVE COLLECTED IN THE STORM

SEWER DRAINAGE SYSTEMS.

15. IF SOIL STOCKPILING IS EMPLOYED ON THIS SITE, SILT FENCES SHALL BE USED TO HELP CONTAIN THE

SEDIMENT.

16. SEDIMENT BASINS ARE ATTRACTIVE TO CHILDREN AND CAN BE VERY DANGEROUS. IN ALL CASES, LOCAL

ORDINANCES AND REGULATIONS REGARDING HEALTH AND SAFETY MUST BE ADHERED TO.

17. DURING THE DEVELOPMENT OF THE PROJECT, THE CONTRACTOR SHALL BE RESPONSIBLE FOR ADJUSTING

THE EROSION CONTROL MEASURES (SILT FENCES, STRAW BALES, ETC.) TO HELP PREVENT EROSION AND

STORM WATER POLLUTION. THE LEAGUE CITY STORM WATER INSPECTOR SHALL HAVE FINAL APPROVAL OF

ANY CHANGES MADE TO THE EROSION CONTROL MEASURES.

18. ALL OFF-SITE CONSTRUCTION SHALL BE STABILIZED AT THE END OF EACH WORKING DAY. THIS INCLUDES

BACKFILLING OF TRENCHES FOR STORM DRAINS & UTILITY CONSTRUCTION AND PLACEMENT OF GRAVEL OR

BITUMINOUS PAVING FOR ROAD CONSTRUCTION.

STABILIZED CONSTRUCTION EXIT

(TBD BY CONTRACTOR & APPROVED

BY ENGINEER)
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